Replacement Circuit Breakers for Pushmatic
panel board, Model L250-PL14.

since 1993 b

Type: P
Frame Size(A): 20 30 100
Appearance:
Pole: Twins l 1 2 2
| 1 !
P1515 P15 P215,P220 | P260,P270
Model Nos.: P1520 P20 P230.P240 | P280,P290
P2020 P30 P250 P2100
195,20 60,70
Rated Current(A): 15,20 15,20,30 30,40 80,90
50 100
| |
Rated Voltage(V); 120 120 120/240 120/240
Dimensions a =A==l
(Inches): o] T LT = T
Weight (g): 135 120 ‘ 256 289
Tripping: Thermal, Magnetic
Lock-on type for input and Terminal lug for output
Con nections: The compatible panel board is Pushmatic panel board,
Model L250-PL14.

L
Rated Interrupted Capacity
(KA) , Comply with UL489: T0KA




Compatibility List for Classified Applications.Publication No.003

N-HTB ELECTRIC CO.,LTD
Type P 120/240VAC 10KA maximum

Do not use in series rated systems with those panel boards

shown in this compatibility list. The compatible panel board
1S Siemens,ITE,or Bulldog Pushmatic model L250-PL14

Classified CB Specified CB

M O del N O8S. MFG.by Siemens,I'TE,or Bulldog
N-HTB Brand CE Brand _
Pl5 UBIP115 15A 120VAC 1P P115
P20 UBIP120 20A 120VAC 1P P120
P30 UBIP130 J0A 120VAC 1P P130
P1515 UBIP1515 15A 120VAC TWINS P1515
P1520 UBIP1520 15A/20A 120VAC TWINS P1520
P2020 UBIP2020 20A 120VAC TWINS P2020
P215 UBIP215 15A 120VAC /240VAC 2P P215
P220 UBIP220 20A 120VAC /240VAC 2P P220
P230 UBIP230 J0A 120VAC /240VAC 2P P230
P240 UBIP240 40A 120VAC /240VAC 2P P240
P250 UBIP250 20A 120VAC /240VAC 2P P250
P260 UBIP260 60A 120VAC /240VAC 2P P260
P270 UBIP270 10A 120VAC /240VAC 2P P270
P230 UBIP280 o0A 120VAC /240VAC 2P P280
P290 UBIP290 90A 120VAC /240VAC 2P P290
P2100 UBIP2100 100A 120VAC /240VAC 2P P2100

If a circuit breaker is
used at full load current
for an extended period
of time, there is an
electrical fire hazard in
the output connection
terminal block of a
circuil breaker that has
not been UL certified,
and these hazards may

be hidden behind walls.

N-HTB circuit breaker terminal blocks are
UL certified and can be used for extended
periods under full load current without
posing any electrical fire hazard, giving
users peace of mind.




	P Type-1
	P Type-2

